
1) Based on 220 standard washing cycles for cotton programmes at 60°C and 40°C at full and
partial load, and the consumption of the low- power modes. Actual energy consumption will
depend on how the appliance is used.
 
\n
2) The "standard 60°C cotton” at full and partial load and the "standard 40°C cotton" at partial load
are the standard washing programmes to which the information in the label and the fiche relates.
Standard 60°C cotton and standard 40°C cotton are suitable to clean normally soiled cotton
laundry and are the most efficient programmes in terms of combined energy and water

Piegādātāja nosaukums vai preču zīme Candy

Modeļa identifikators CSO4 1075TE/1-S

Kokvilnas daudzums (kg)  - NEW (2010/30/EC) 7

Energoefektivitātes klase - NEW (2010/30/EC) A+++

Enerģijas patēriņš gadā (kWh / gadā) - JAUNS (2010/30/EC) 175

ENERĢIJAS PATĒRIŅŠ 60 ° PILNĀ SLODZĒ  (kW) - JAUNS
(2010/30/EC)

0,9

ENERĢIJAS PATĒRIŅŠ 60 ° DAĻĒJĀ SLODZĒ  (kW) - JAUNS
(2010/30/EC)

0,71

ENERĢIJAS PATĒRIŅŠ 40 ° DAĻĒJĀ SLODZĒ  (kW) - JAUNS
(2010/30/EC)

0,6

Jaudas patēriņš gaidīšanas režīmā un izslēgtā režīmā 0

Ūdens patēriņš gadā (l / gadā) - JAUNS (2010/30/EC)) 9600

Centrifūgas efektivitātes klase C

Maksimālais centrifūgas ātrums (rpm)  - NEW (2010/30/EC) 1000

Audumu mitruma saturs % no sausās ielādes pēc maks.
Izgriešanas - NEW (2010/30/EC)

62

Vidējais mazgāšanas laiks kokvilnas 40°C (daļēja slodze) - NEW
(2010/30/EC)

240

Vidējais mazgāšanas laiks kokvilnas 40°C (daļēja slodze) - NEW
(2010/30/EC)

120

Vidējais mazgāšanas laiks kokvilnas 40°C (daļēja slodze) - NEW
(2010/30/EC)

130

Ilgums ieslēgtajā režīmā 99

Trokšņu līmenis izgriešanā Enerģijas etiķetes klasifikācijas EN
60704-3 C268

58

Trokšņu līmenis izgriešanā Enerģijas etiķetes klasifikācijas EN
60704-3 C267

77

Iebūvētā/ Brīvi stāvošā Brīvi stāvošās

Product fiche pursuant to Delegated Regulation (EU) no. 1061/2010



consumption. Partial load is half the rated load.
\n
3) Based on 220 standard washing cycles for cotton programmes at 60°C and 40°C at full and
partial load. Actual water consumption will depend on how the appliance is used.
\n
4) For the standard 60 °C at full and partial load or the 40°C at partial whichever is lower.
\n
5) Attained for 60 °C cotton at full and partial load or the 40°C at partial whichever is higher.
\n
6) Based on washing and spinning phases for the standard 60°C cotton programme at full load.
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